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The brands of the BPW Group:
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Crank

Holder for crank

Connecting shaft

02.3710.01.02 02.3710.00.01 02.3710.03.01 02.3710.02.00

MODEL S MODEL T MODEL A MODEL R

Length  
M

Stroke 
H

G D Foot BPW Part Number
(without transmission)

BPW Part Number with
Transmission

650 305 380 6
T
S
without foot

02.3710.50.02
02.3710.52.02
02.3710.18.02

02.3710.51.02 
02.3710.53.02 
02.3710.19.02

700 355 430 7
T
S
without foot

02.3710.60.02
02.3710.62.02
02.3710.16.02

02.3710.61.02
02.3710.63.02
02.3710.17.02

750 405 480 8
T
S
without foot

02.3710.20.02
02.3710.22.02
02.3710.10.02

02.3710.21.02
02.3710.23.02
02.3710.11.02

800 455 530 8
T
S
without foot

02.3710.30.02
02.3710.32.02
02.3710.12.02

02.3710.31.02
02.3710.33.02
02.3710.13.02

850 505 580 9
T
S
without foot

02.3710.40.02
02.3710.42.02
02.3710.14.02

02.3710.41.02
02.3710.43.02
02.3710.15.02

STANDARD PORTFOLIO

Measure
E

BPW 
Part Number

1500 02.4307.10.01

Connecting shaft

Maß 
A

Maß B
(Load gear)

Maß C
(Fast gear)

BPW 
Part Number

450 715 740 02.1404.31.01

Crtank

Holder for crank: 02.1408.03.00

ACCESSORIES

FOOT VARIATIONS

OVERVIEW DRAWING
STROKE PER CRANK ROTATION

TECHNICAL SPECIFICATIONS

Lifting capacity 24 t
Static load 50 t

Load gear 0,8 mm
Fast gear 9,6  mm
Crank force at a 16 t load 175 N

TECHNICAL SPECIFICATIONS PER SET

Other models available upon request.

PLAYS A 
SUPPORTING ROLE

Improve the efficiency and safety of your trailer with the BPW 
landing gears. With its sturdy shaft and full-length mounting plate,  
it stands firmly and securely on both legs.

The low cranking forces make your daily transport operations easier, and the landing gears 
light weight increases your vehicle’s payload capacity. The ECO Li 91 long-life lubrication
ensures three years of maintenance-free operation. Rely on BPW landing gears for smooth
and safe daily transport operations!

The reinforced shaft and the full-length mounting plate
ensure maximum stability. The durable KTL coating
reliably withstands all weather conditions.

STURDY

The BPW landing gears is easy and flexible to install.
Low crank forces make it easy to use on a daily basis.

COMFORTABLE

BPW landing gears are particularly lightweight, because every
kilogram of payload counts. And thanks to the long-term lubrication
with ECO Li 91, they are maintenance-free for three years.

ECONOMIC


